GENERAL NOTES
1. DRAWING IS DIAGRAMATIC ONLY AND IS NOT INTENDED TO SHOW ALL INFORMATION
2. DRAWING TO BE READ IN COLOUR INTENDED TO SHOW ALL INFORMATION
3. DRAWINGS TO BE FILLED IN COLOUR
4. ALL OUTLETS TERMINATED BACK TO AV INTERFACE POINT
5. DRAWING TO BE CONFIRMED PRIOR TO INSTALLATION
6. ALL DIMENSIONS TO BE CONFIRMED PRIOR TO INSTALLATION
7. AVIP UNIT ON WHEELS AND TO INCORPORATE 2m CABLE LOOM LENGTH FOR CONNECTIVITY TO AV SYSTEM. REFER AVIP DRAWING FOR DETAILS ON BUILD
8. 85" INTERACTIVE PROJECTION SURFACE SIZE 1880mmW x 1100mmH PROVISIONED BY BUILDER. BOTTOM OF INTERACTIVE PROJECTION SURFACE TO BE MOUNTED 1200mm AFFL AND CENTRE TO PROJECTION MOUNTING LOAD
9. AVIP CABLE LOOM 2m LENGTH
10. CABLE LOOM TO AVIP UNIT TO INCLUDE APPROPRIATE HEAVY DUTY CABLE MANAGEMENT SHEATH
11. INTERACTIVE SHORT THROW PROJECTOR TO BE WALL MOUNTED DIRECTLY ABOVE AND CENTRE TO PROJECTION SURFACE (BY AV CONTRACTOR)
12. BUILDER TO MAKE ADEQUATE STRUCTURAL REINFORCEMENT PROVISIONS FOR PROJECTOR WALL MOUNTING (BY AV CONTRACTOR)
13. ROOM LIGHTING ABOVE PROJECTION SURFACE (BY BUILDER) TO PROVIDE EVEN COVERAGE ACROSS ROOM
14. ALL VIDEO CONFERENCE (VC) END POINTS TO BE SEPERATELY FOR ACTIVATION DURING VC SESSIONS
15. ALL IP DEVICES TO BE REGISTERED TO THE CURTIN INTEGRATED SERVICES (CITS) NETWORK THROUGH CURTIN INFORMATION TECHNOLOGY SERVICES (CITS)
16. HEARING INDUCTION SYSTEM TO COMPLY WITH AS/ES 3834-2010 AND PROVIDE EVEN COVERAGE ACROSS ROOM
17. CEILING MOUNTED SPEAKERS TO BE EVENLY POSITIONED AND CONFIRMED PRIOR TO INSTALLATION BY THE AV CONTRACTOR
18. AV RACK IN JOINERY LOCATION TBC AND SHALL BE CONFIRMED PRIOR TO INSTALLATION BY THE AV CONTRACTOR
19. SPEAKERS NOT MOUNTED ABOVE PODS SHALL BE ZONED AND PROVIDE EVEN COVERAGE ACROSS ROOM
20. CLEARANCE DENOTED BY RED "X" MARK

SCALE: NTS
DATE: NOVEMBER 2012
REVISION: C01

ORIGINAL SHEET SIZE: A2
DRAWN: TK
DESIGN: RL
TITLE: Room 402.217 AV Layout
DRAWING NUMBER: CATS-CON-LAY-06